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�
Front End�
� EINBETTEN ABCFlow  ����
Signal


Device�manager�
Adjust single device�parameter�
It is not necessary to run a consol-application if there is no parameter to set and no information should be seen.�
�
�
� EINBETTEN ABCFlow  ����
Analyser


Console�
Sets the measure parameter and displays the results�
�
�
�
� EINBETTEN ABCFlow  ����
File�operating


Console�
Manages accelerator-states.


Look at FileOpr.�
�
�
Middle Layer�
� EINBETTEN ABCFlow  ����
Signal Device Fileoperator Server�
Manages the devicesettings of scopes and multiplexer.�
The fine working of consol-applications depends on this applications. So the middle class applications always have to run.�
�
�
� EINBETTEN ABCFlow  ����
Analyser�
Measures the delay between two signals.�
�
�
�
� EINBETTEN ABCFlow  ����
Switcher�
Forces the Signaldevice-Fileoperater�server to adjust the devices with the next saved device-state .�
�
�
�
� EINBETTEN ABCFlow  ����
Measure-Fileoperator Server�
Manages the settings of Analyser and Switcher.�
�
�
Device Server�
� EINBETTEN ABCFlow  ����
Signal Device Server�
Serves al devices needed to make the scope-signals available for the accelerators control�system. This application serves the sedac-multiplexer, the scopes and the gpib-multiplexer.�
The Signaldevice-Server has to run. It is necessary for all further jobs.�
�
�



The Software Components
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