PC Configuration for the NOVELL Network


————————————————————————————————————————


Principal: Due to easy exchange or replacement the software configuration of all PCs is identical except for hardware differences (i.e. net cards, SEDAC ports) and a label on the BOOT-disk C: witch is the individual PC_NAME. The PC has five directories:





C:\IO.SYS					DOS System


MSDOS.SYS			DOS System


COMMAND.COM		DOS Command Processor


CONFIG.SYS			DOS Configuration File


AUTOEXEC.BAT		DOS Boot File, sets LABEL-PC-Name into ENVIRONMENT


SEDCFG.BAT			port addresses for SEDAC, PC-hardware dependent  





C:\BAT\DOSALIAS.BAT	sets some DOS Makros


LOGDAT.BAT			keeps BOOT- date and - time of PC


LOGDAT.C						„


LOGDAT.DAT					„


LOGDAT.EXE					„


LOGIN.BAT			calls NETON.BAT, find initial NET-drive, starts LOGIN.EXE


LOGOUT.BAT			calls NETOFF.BAT


NETON.BAT			loads NET-drivers and VLMs


NETOFF.BAT			ends Fileserver connection by unloading VLM.EXE





C:\NET\3C5X9.COM		Ethernet Driver Card (3COM)


AUTO.VLM			


BIND.VLM


CONN.VLM


FIO.VLM


GENERAL.VLM


IPXNCP.VLM


IPXODI.COM


LSL.COM				Link Support Layer (NOVELL)


LSL.MSG


NDS.VLM


NET.CFG				Net Driver Configuration File


NETX.VLM


NWP.VLM


PNW.VLM


PRINT.VLM


REDIR.VLM


RSA.VLM


SECURITY.VLM


(SERVTIME.COM)		optional TSR (sets PC-clock every 30 minutes from file server)


(TCPIP.EXE)			optional TCP-IP protocol


TRAN.VLM


VLM.EXE				primary VLM (loads other VLMs due to NET.CFG)





C:\DOS\*.* 					DOS system directory





C:\TMP\*.* 				temporary swap files


